
New Sky Series

Cassette Circular flow

Duct type

Ceiling type

FUJITSU GENERAL (THAILAND)



Human Sensor

Circular Flow Remote control (Optional Parts) 

UTY-RLRY  UTY-RCRYZ1

840/2,160 900/2,240 1,230/2,700 1,400/3,750 1,850/3,750 1,900/4,450 1,850/3,7501,900/4,450 2,100/4,450

42/37/34/31 41/36/32/29 45/40/35/32 44/40/37/32 45/41/39/34 48/44/41/38

632 × 799 × 290 716 × 820 × 315 788 × 940 × 320 788 × 940 × 320 998 × 940 × 320 998 × 940 × 320

50
20 20 30 30 30 30

246 × 840 × 840 246 × 840 × 840 288 × 840 × 840 288 × 840 × 840288 × 840 × 840 288 × 840 × 840

SEER

AUXG22KRLB
AOYG22KBTB (220V 1ph)

(380V 3ph)

AUXG24KRLB
AOYG24KBTB 

AUXG30KRLB
AOYG30KBTB

AUXG36KRLB
AOYG36KBTB

AUXG45KRLB
AOYG45KBTB AOYG54KBTB

AOYG36KRTA AOYG45KRTA

AUXG54KRLB

AOYG54KRTA

220V / 380V 220V / 380V

22.40 20.60 20.50 19.7018.50 -
-

20.60
22,000 (3070-22900) 24,000 (3070-27300) 30,000 (9600-34100) 34,000 (9600-38200) 40,900 (13700-46100) 48,000 (15400-49500)

3.51
1.71/1.82

1050 1150 1600 1870 2000 2100

3.60
1.89/1.90

3.49
2.44/2.51

3.26
2.91/2.45

3.35
3.61/3.21

3.04
4.41/4.16

51
12.6

53
13.6 22.6 28.5/14.022.6/10.5 28.5/14.0

53 55 57 57
28/31/32/33 29/32/33/35 33/36/38/40 34/38/41/44 35/39/42/46 36/40/43/47

220V 380V
5 5 5 5 55

25 25 30 30 30 30
30 30 50 50 50

R32

25/32

2.2 2.7 2.5 3.3 4.5 5.0

Rating 

Design Capacity

EGAT Label

Cooling/Heating

Inner Q/L/M/H
Outer 

A (1ph/3ph)

Inner 
Outer 
Inner 

Outer 
Size 

Pre.charge 
Max. 

Max.height 

Refrigerant 
Outdoor side 

mm

/h

Input Power 

Sound Level 
Max. Current 
Moisture removal

Remote Controller Type

Drain Pipe Diameter (I.D./O.D.)

Copper Tube Copper Tube

Wired remote UTY-RLRY / UTY-RCRYZ1
Wireless remote

Operating temp. Range 

Airflow Rate (High)

kW 

kW 
Design COP

Power supply

AUXG22KRLB 22,000 

AUXG24KRLB 

AUXG30KRLB 

AUXG36KRLB 

AUXG45KRLB 

AUXG54KRLB  

AUXG36KRLB   

AUXG45KRLB  

AUXG54KRLB  

Single Phase

3 Phase

Model 

6.0 (0.9-6.7) 6.8 (0.9-8.0) 8.5 (2.8-10.0) 9.5 (2.8-11.2) 12.1 (4.0-13.5) 13.4 (4.5-14.5)

Dimension H×W×D 

Weight kg 

Connecting pipe mm 
6.35 / 12.70 6.35 / 12.70 9.52 / 15.88 9.52 / 15.88 9.52 / 15.88 9.52 / 15.88

38 42 52 53 67 67
23 24 26 29 29 29

-15°C~46°C

Auto restart

UTY-LBTYC


