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Ceiling Inverter

KEY FEATURES

FHFC13/18/24/30/36/42/48EV2S

BRC7EA66

BRC7GA56

BRC2E61

FHFC13/18/24/30EV2S

FHFC36/42/48EV2SFHFC36/42/48EV2S

FHFC13/18/24/30EV2SFHFC13/18/24/30EV2S
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SPECIFICATION

Ceiling Inverter

Cooling Capacity kW

BTU/hr

195 x 960 x 680

Hermetically Sealed Swing Type

595 x 845 x 300

1,100

34

0.6 kg

37

0.8 kg 1.0 kg 1.35 kg

15 m 10 m 15 m

44 46 44 46 62

1,300 1,600 2,400 

695 x 930 x 350 990 x 940 x 320

25 27 32 35 38

28 / 24 / 20

988 / 847 / 706

31 / 27 / 23

1,094 / 953 / 812

34 / 29 / 24

1,200 / 1,024/ 847

235 x 1,590 x 690

EV2S : 220V / 1 Phase / 50Hz

EY2S : 380V / 3 Phase / 50Hz

1,280 1,690 2,250 2,850 3,440 4,610 5,320

17.07 17.07 17.07 16.05 16.05 15.60 15.60

48 49 50 51 52 5654

Indoor Unit

Outdoor Unit

FHFC13EV2S

RZFC13EV2S

FHFC18EV2S

RZFC18EV2S

FHFC24EV2S

RZFC24EV2S

FHFC30EV2S

RZFC30EV2S
RZFC30EY2S

RZFC36EV2S
RZFC36EY2S

FHFC36EV2S FHFC42EV2S

RZFC42EY2S

FHFC48EV2S

FHFC13EV2S FHFC18EV2S FHFC24EV2S FHFC30EV2S FHFC36EV2S FHFC42EV2S FHFC48EV2S

RZFC48EY2S

RZFC13EV2S RZFC18EV2S RZFC24EV2S RZFC30EV2S
RZFC30EY2S

RZFC36EV2S
RZFC36EY2S RZFC42EY2S RZFC48EY2S

Power Consumption W

V/Ph/Hz

H/M/L

H/M/L

H/M/L

Air Flow Rate

mm

m3/min

cfm

mm

kg

Drain VP20 (I.D.ø20 x O.D.ø

R32

Compresser Motor Output

Sound Pressure Level*3 

mm

W

Cooling

Piping Connecting Size

Max. Interunit Piping Length

Max. Interunit Height Difference

Pre-Charge Refrigerant

Chargeless Distance

kg

mm

m

m

Liquid

Gas

Drain

ø
ø

ø

30

15

50

30

ø
ø

ø

195 x 1,160 x 680 195 x 1,400 x 680 195 x 1,590 x 680

42 / 38 / 34 44 / 41 / 37 46 / 42 / 38

BRC7EA66

BRC7GA56

FHFC13/18/24/30EV2S

FHFC36/42/48EV2S


