PRIMAIRY

LARGE SINGLE SPLIT
INVERTER SERIES | COOLING ONLY

HITACHI

Cooling & Heating

i



COMFORT & RELIABILITY

IN5OVUSUDINA 303 UNwSounuaunsnl lla: SUdUuouAUa=0anAR:douTRmMsriviuudvbulusu
Primairy Series nJ 3 1IUU

IGoANIABLTGIUANIR=-SUSIAGUAINUE=0DNAUTY lIa: ADILALINNMISTSVIU SauTUGUANLIGaUURANIR:IGSU
INUAONNUTIUDVIS)

QUNSNIIASUEIAVALWSOURU Primairy Series

TuinZouUsUNA (Indoor Unit) T8gnandvwasniausnidiGoudanuaunsnidowavaunidouiva:aon
- UWSoUAUWOSNANHSUINEDVNSIIUASUTUINGDY

+ LwSounuwasndrSugunsnicoyavidAunSa

GooUvIdL : MSaAaUALRUNSAIcV TuRFoNIsviIsL @ unsniBoudodavidAunmsaiinu PCB udsa
vovInSovUSuUIMAIGNUAIZorinMsavidarsaUngunsnIlunuTuiovla

£ Connect
Ny S

Connect

| § e LT

B

A RN ARl
INAEET TEAIN FOWTE

Os=uumsidvidouluindavusuoinrioidodawala
dwaﬁnﬁu DC-Inverter outdoor control board

SAa ERROR CODE 2:IId0WIGUIALARIND0IUIADUAL
nmulu Condensing 00 &:02ndonisnsiudodawana
AIRQTU 11a: Yvdaulums3insRaniHauayoINsIToval
AU VIGoIRTURSDQISEVTU

I I I I 7 segment display
nsidavua ERROR CODE UuHUN90IIdavUa

nwlundovAdunu Condensing o ©® O Digital Display
SW1 Sw2 sw3 Switch

HANDNSAVAUATOWANQIROTU-0NMSIAOVENNU=UDY
anynuruluunaovnoununuluCondensing Taun
drurunnulwo=ns=wsSunUsSKaUaVMISHivIUATOWaNO

Switch Increase Decrease
Button Button Button

anunsniBlunisasavaouuru:A Condensing r&vrinviuoy



HITACHI

e

T

EEEIRNNR.

2 - C-ROU‘)
AJIUHANHAWUIVINSOVUSUDINF (Indoor (Jb b ai,ﬂuding.cwﬁto Restart
OUs:INNUaVINGaVUSUNA (Indoor Unit) ﬁhmnhmunﬁ’o‘"w' IFI1§IO\JLJL§UD‘lﬂ?ﬂUZﬂéUlU‘k‘;ﬂHUOﬂ‘]Sﬁ‘N‘lUTUU'D\JH"CJUHL]‘]
YouTumsnouauovaonwdavmsiumsTduiuiuicta:us:inn nisTiaavAnTauSaludalSHAvNIRAIKGIWLNAU 133TH
UoWuU a-aoninmsidviuciondioy

[HUQNISAWIUIUURNYU

INGoVUSUDINA DANUEUUANMSFWALILURUUIuD
Hénmsaomsrh\nuuo\JTuwona:mwuﬁ'uo\JCompressor
av3uiduualinisrinuiuuoy 1InSovUSUONMADIUARUU
LINSVTUBVavUaGRUaNWINOAUSoUGIR-TSISuVSUNDU

[ >
7
o
Vikss >
/ i PRIMAIRY
U757
ety \
| U
Pt 1]
ik i
NS )
\@g g@%¢4
\\A\ = //
2
")
=
—— =\
% N W
’///I/lz% - ::\\\?\g\:::\\ PRIMAIRY \\‘\\g\\\\\\\\\\
s N
iy, R T
"lllﬂﬂ%fff{/;};” {\\\\}‘\‘“}3\\\\\ i S
TR 4 | | =BZ4 —_—
WN$%§ J— @/g%y
R 0 — 224, / =
N ) 4
N =\ = =
N —| B )| —
N Z)
= T .

Floor Ceiling Convertible unit

GENERAL FEATURES
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Cassette unit

Unit (BTU/hr) 13k 18k 24k 36k 42kB 48k 55k

Fan motor DC AC DC DC DC DC DC

Ducted unit

Unit (BTU/hr) 9k 13k 18k 24k 36k 42k 48k 55k
Fan motor DC DC AC DC DC DC DC DC

Floor Ceiling Convertible unit

Unit (BTU/hr) 18k 24k 30k 36k 42k 48k 55k

Fan motor DC DC DC DC DC DC DC
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GENERAL FEATURES
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LOW/HIGH PRESSURE SWITCH
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Comments:

dHSus:uU Inverter Series Tusulusu9,000/13,000/18,000/24,000 BTU/h
2:IU0 &3un LP & HP na: LP d:IJ0dHSusu 36,000 BTU/h
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RAS-BO9TNTBNH1 RAS-B13TNTBNH1

Dimension (W xHxD) Dimension (W xHxD)

730%536x260mm 810x585x280mm
KBTU/hr kBTU/hr
9 13
R
BBY\‘

P
GRORA BIOTNTBNH1

RAS-B1STNTBNH1 | :
pairtRRS B36TNTBNH1

RAS-B24TNTBNH1

.b
Dimension (W xHxD) Dimension (W xHxD)
860x670x310mm 950%840%340mm
kBTU/hr kBTU/hr
18-24 30-36

RAS-B42TNTBMH1

Dimension (W xHxD)

RAS-B48TNTBMH1
RAS-B55TNTBMH1

Dimension (W xHxD)

950x1050x340mm 950x1386x340mm
kBTU/hr ‘ kBTU/hr
42 ; ‘ 48-55

GENERAL FEATURES
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LIFT 800

Units can be transported in an
elevator by pallet jack.

1,386mm

OnowdanyulunisiBouaono o —
. 1,410mm
NsAnAvNVINUNDaUIa:nauIdauisaUsynAlsuNta-iun
nsidondiiKUvAgNADvUoY Indoor Unit AdraToHaniuns
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bbull'trqgjtdoor unit above the indoor unit.
Liquid pipe
Gaspipe b
Max Height | 30m
difference
= 5 o B YT R
NN ]
Max Height | 30m
difference
Outdoor unit below the indoor unit.
Piping kBTU/hr 9 13 18 24 36 42 48 55
Diameter (Liquid) Inch(mm)  1/4¢6.35) 1/4(6.35) 1/4(06.35) 3/8(69.52) 3/8(09.52) 3/8(09.52) 3/8(09.52) 3/8(49.52)
Diameter (Gas) Inch(mm)  3/8(#9.52) 3/8($9.52) 1/2(p12.7) 5/8(015.88) 3/4(919.05) 3/4($19.05) 3/4(919.05) 3/4(919.05)
Max Length 25 25 30 50 50 50 50 50
Max Height 10 15 15 30 30 30 30 30




Indoor Life
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FEATURES & BENEFITS
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HCWA21NEWH HCRA31INEWH
(Standard) (Optional)
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Built-in drain pan Exposed drain pan
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Ducted unit
For example: (Top view)
50Pa: 120Pa:
Air outlet 1 ‘
Ducted unit
(Top view) L)
Air outlet 2 w
Air outlet u T i

Wall ! !

ooniuudYwN:=fasa _—— Cement

Height: 190mm
{  (9~18kBTU/hr)
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Dropped ceiling
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Bottom air intake Rear air intake
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HCRA31INEWH HCWA21NEWH
(Standard) (Optional)
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® Fresh airinlet
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Plastic Fan housing

Installation on Ceiling

680mm
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Air Inlet
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Air Outlet
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Air Inlet
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CASSETTE

IDU RCI-B13TNT1NH RCI-B18TNT1NH RCI-B24TNT1NH
obu RAS-B13TNTBNH1 RAS-B18TNTBNH1 RAS-B24TNTBNH1
Power supply (Outdoor) V/Ph/Hz 220/1/50 220/1/50 220/1/50
Max. input consumption W 1,800 2,710 4,100
Max. input current A 8.1 12.3 18.1
Cooling Capacity Btu/h 12,283 18,083 25,590
Capacity range Btu/h 5,869~13,136 6,073~19,278 9,212~26,784
Capacity w 3,600 5,300 7,500
Capacity range W 1,720~3,850 1,780~5,650 2,700~7,850
Input Power W 975 1,650 2,356
Current A 4.70 7.90 11.30
CcopP W/wW 3.69 3.21 3.18
SEER 20.00 17.35 18.62
Indoor fan motor Qty 1 1 1
Input W 30 28 35
Capacitor uF / 2 /
Speed (Hi/Med/Lo) r/min 700/590/520 980/840/720 450/390/270
Indoor air flow Rated (Hi/Med/Lo) m3/h 575/484/400 820/730/620 1,100/976/852
CFM 338/285/235 482/429/365 647/574/501
Indoor noise level Sound pressure (Hi/Med/Lo)  dB(A) 39/37/33 45/41/38 43/40/36
Sound power dB(A) 54 RN ‘W 57
Indoor unit Dimension (WxHxD) mm 650%270% B“N ’650><270><570 840%x248x840
Panel Dimension (WxHxD) mm 650%30%65 ROU gﬁaqi@oxeSO 950x37%x950
Packing (WxHxD) mm 770%310x75 rud“‘ 770x310%750 996x370%956
Net/Gross weight kg 19/24 ° 21/26 25/34
Drainage water pipe diameter mm ID®21 ID®21 D32
Controller Remote controller Remote controller Remote controller
Operation temperature °C 16~30 16~30 16~30
Qty’per 20’ /40’ /40'HQ (Indoor unit) Set 147/315/384 147/315/384 72/144/168
Compressor Type ROTARY ROTARY ROTARY
Rated current (RLA) A 5.7 8.1 8.9
Refrigerant oil type/ml ESTER OIL VG74/370 ESTEL OIL VWG74/500 POE VGT74/670
Outdoor fan motor Qty 1 1 1
Input W 30 61 61
Speed (Hi) r/min 880 840 880
Outdoor noise level Sound pressure (Hi) dB(A) 51 54 53
Sound power dB(A) 62 65 68
Throttle type Electrical Expansion Valve Electrical Expansion Valve Electrical Expansion Valve
Outdoor unit Dimension (WxHxD) mm 810%585%280 860x670%310 860x670%310
Packing (WxHxD) mm 940x640%x420 990x730%x450 990x730x450
Net/Gross weight kg 34/38.5 45/49 51/57
Refrigerant Type R410A R410A R410A
Charged volume kg 1.05 1.30 1.70
Refrigerant piping Liquid side/Gas side (inch)  ®©6.35/49.52(1/4'/3/8') $6.35/012.7(1/4'/1/2") ®9.52/915.88(3/8'/5/8')
Max. pipe length m 25 30 50
Max. difference in level m 15 15 30
Ambient temperature Cooling °C -15~+48 -15~+48 -15~+48
Qty’per 20’ /40’ /40'HQ (Outdoor unit) Set 102/204/272 90/186/186 90/186/186
Note:

1. EGAT No.5 Certificate for capacity not over 12,000 Watt (40,944 Btu/hr).
2. TIS2134-2553 Certificate for capacity not over 12,000 Watt (40,944 Btu/hr).
3. Product design and specification are subject to change without notice.

Nominal testing conditions:
Cooling - Indoor 80.6°F DB / 66.2°F WB (27°C DB / 19°C WB) & Outdoor 95°F DB / 75.2°F WB (35°C DB / 24°C WB)



RCI-B36TNT1NH
RAS-B36TNTBNH1

RCI-B42TNT1NH
RAS-B42TNTBMH1

RCI-B48TNT1NH
RAS-B48TNTBMH1

RCI-B55TNT1NH
RAS-B55TNTBMH1

HITACHI

INVERTER SERIES | COOLING ONLY TYPE

220/1/50 380/3/50 380/3/50 380/3/50
5,150 6,400 6,300 7,800

22,5 116 11.0 13.1

34,461 41,626 46,744 52,715
9,997~40,944 11,260~45,038 11,601~55,274 16,991~61,416
10,100 12,200 13,700 15,450
2,930~12,000 3,300~13,200 3,400~16,200 4,980~18,000
3,365 4,207 5,352 6,255

16.10 7.10 10.0 10.70

3.00 2.90 2.56 247

16.49 16.00 14.40 15.00

1 1 1 1

80 124 124 124

/ / / /
600/480/390 630/600/570 700/540/460 700/540/460

1,600/1,300/1,000

1,850/1,700/1,550

2,000/1,900/1,700

2,000/1,900/1,700

SPECIFICATIONS

941/765/588 1,088/1,000/912 1,180/1,120/1,000 1,180/1,120/1,000
49/45/42 50/46/45 52/45/41 52/46/44

61 62 \ N “R 62

840x248x840 840x298x840 Do 840%298840
950x37%950 950%37x950 1 W@V ¥ 950x37x950
996x370x956 996x420x956 996% qad 996x420x956
27/36 32/41 2/41 32/41

D632 ID®32 1D®32 ID®32

Remote controller

Remote controller

Remote controller

Remote controller

16~30 16~30 16~30 16~30

60/120/144 60/120/144 60/120/144 60/120/144
ROTARY ROTARY ROTARY ROTARY

51 51 132 12.0

PQE VG74/1,000 PQE VG74/1,000 a 68HES-H or equivalent/1,650 FV50S or PVE/1,400
1 1 2 2

121 138 121 121

830 850 810 810

56 58 56 57

70 4 69 73

Electrical Expansion Valve

Electrical Expansion Valve

Electrical Expansion Valve

Electrical Expansion Valve

950%x840x%340

950%1,050%340

950%1,386%340

950%1,386%340

1,110x910%460

1,110x1,200%460

1,110%1,530%460

1,110x1,530%460

70/80 85/95 113/125 117/129

R410A R410A R410A R410A

2.80 3.20 3.78 3.95
©9.52/$19.05(3/8'/3/4') ©9.52/$19.05(3/8'/3/4") ©9.52/119.05(3/8'/3/4") ©9.52/919.05(3/8'/3/4")
50 50 50 50

30 30 30 30

-15~+48 -15~+48 -15~+48 -15~+48

52/106/106 26/53/106 26/53/53 26/53/53
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DUCTED

IDU RPIL-BO9TNT1NH RPIL-B13TNT1NH RPIL-B18TNT1INH
obDU RAS-BO9TNTBNH1 RAS-B13TNTBNH1 RAS-B18TNTBNH1
Power supply (Outdoor) V/Ph/Hz 220/1/50 220/1/50 220/1/50
Max. input consumption w 1,140 1,800 2,460
Max. input current A 7.8 8.1 11.1
Cooling Capacity Btu/h 9,212 11,942 18,083
Capacity range Btu/h 4,845~11,600 5,868~13,136 4,777~20,472
Capacity W 2,700 3,500 5,300
Capacity range W 1,420~3,400 1,720~3,850 1,400~6,000
Input Power W 771 1,017 1,650
Current A 3.7 4.9 7.9
copP w/w 3.50 3.44 3.21
SEER 18.26 18.01 17.50
Indoor fan motor Qty 1 1 1
Input w 40 40 40
Capacitor uF / / 2
Speed (Hi/Med/Lo) r/min 770/640/540 880/740/610 1,130/950/850
Indoor air flow Rated (Hi/Med/Lo) m3/h 500/400/320 575/484/400 900/840/730
CFM 294/235/188 338/285/235 529/494/429
ESP Rated Pa 25 25 25
Range Pa 0~ 1D 0~50 10/30
Indoor noise level Sound pressure (Hi/Med/Lo) dB(A) 33 “BN L 34/30/27 35/33/31
Sound power dB(A) 46 > ? ouY 50 57
Indoor unit Dimension (WxHxD) mm 900x ; ding-‘ 900x190x447 1,170x190x447
Packing (WxHxD) mm 1,070>@w5bbu“¢‘n 1,070%236%580 1,340%236%580
Net/Gross weight kg 19/23.5 19/23.5 24/29
Drainage water pipe diameter mm 0D®32 0D®32 0D®32
Controller Wired controller Wired controller Wired controller
Operation temperature °C 16~30 16~30 16~30
Qty’per 20’ /40’ /40'HQ (Indoor unit) Set 200/440/484 200/440/484 160/340/374
Compressor Type ROTARY ROTARY ROTARY
Rated current (RLA) A 295 5.70 8.10
Refrigerant oil type/ml a68HES-H/320 ESTER OIL VG74/370 ESTEL OIL VG74/500
Outdoor fan motor Qty 1 1 1
Input w 30 30 61
Speed (Hi) r/min 820 880 840
Outdoor noise level Sound pressure (Hi) dB(A) 50 51 54
Sound power dB(A) 65 62 65
Throttle type Electrical Expansion Valve Electrical Expansion Valve Electrical Expansion Valve
Outdoor unit Dimension (WxHxD) mm 730x536%260 810%x585x280 860x670%x310
Packing (WxHxD) mm 860x600x400 940%x640x420 990x730%x450
Net/Gross weight kg 31/34 34/38.5 45/49
Refrigerant Type R410A R410A R410A
Charged volume kg 0.83 1.05 13
Refrigerant piping Liquid side/Gas side (inch) $6.35/09.52(1/4'/3/8'") ®6.35/09.52(1/4'/3/8'") $6.35/012.7(1/4'/1/2")
Max. pipe length m 25 25 30
Max. difference in level m 10 15 15
Ambient temperature Cooling °C -15~+48 -15~+48 -15~+48
Qty’per 20’ /40’ /40'HQ (Outdoor unit) Set 102/213/292 102/204/272 90/186/186
Note :

1. EGAT No.5 Certificate for capacity not over 12,000 Watt (40,944 Btu/hr).
2. TIS2134-2553 Certificate for capacity not over 12,000 Watt (40,944 Btu/hr).
3. Product design and specification are subject to change without notice.

Nominal testing conditions:
Cooling - Indoor 80.6°F DB / 66.2°F WB (27°C DB / 19°C WB) & Outdoor 95°F DB / 75.2°F WB (35°C DB / 24°C WB)



RPIM-B24TNT1NH
RAS-B24TNTBNH1

RPIH-B36TNT1NH
RAS-B36TNTBNH1

RPIH-B42TNT1NH
RAS-B42TNTBMH1

RPIH-B48TNT1NH
RAS-B48TNTBMH1

HITACHI

RPIH-B55TNT1NH
RAS-B55TNTBMH1

220/1/50 220/1/50 380/3/50 380/3/50 380/3/50

4,100 5,100 6,400 7,000 7,800

181 25 116 12,0 131

22,178 33,778 41,626 46,744 52,715
9,212~26,784 9,997~40,944 11,260~45,038 10,918~54,592 16,992~61,416
6,500 9,900 12,200 13,700 15,450
2,700~7,850 2,930~12,000 3,300~13,200 3,400~16,200 4,980~18,000
2,123 3,250 4357 5,480 6,492

102 156 7.8 9.8 112

3.06 3.05 2.80 2.50 238

1650 1755 15.94 15.00 1445

1 1 1 1 1

95 250 250 250 250

/ / / / /

890/790/690 800/700/600 910/810/710 1,100/1,000/900 1,100/1,000/900
1,100/976/852 1,450/1,250/1,050 1,750/1,500/1,300 2,400/2,200/1,900 2,400/2,200/1,900
647/574/501 853/735/618 1,029/882/765 1,294/1,206/1,118 1,415/1,300/1,124
25 35 50 50 50

0~80 0~120 0 4 0120 0~120

38/36/34 39/36/35 B W b AN 4614310 46/43/40

58 62 67 Y aoL? 70 72
900%270x720 1,300%350x800 1,30 0 ding-‘“' 1,300%350%800 1,300%350x800
1,170x340%870 1,550x410x940 1,550@&”“"!““ 1,550x410x940 1,550x410x940
32/37 51/60 51/60 51/60 51/60

0D®32 0D®32 0D®32 oD®32 0D®32

Wired controller

Wired controller

Wired controller

Wired controller

Wired controller

16~30 16~30 16~30 16~30 16~30

84/182/182 35/75/90 35/75/90 35/75/90 35/75/90

ROTARY ROTARY ROTARY ROTARY ROTARY

8.90 5.10 5.10 13.20 12.00

POE VG74/670 PQE VG74/1,000 PQE VG74/1,000 a 68HES-H or equivalent /1,650 FV50S or PVE/1,400
1 1 1 2 2

61 121 138 121 121

880 830 850 810 810

53 56 58 56 57

68 70 74 69 73

Electrical Expansion Valve

Electrical Expansion Valve

Electrical Expansion Valve

Electrical Expansion Valve

Electrical Expansion Valve

860x670x310 950x840x340 950x1,050%340 950x1,386x340 950x1,386x340
990x730%450 1,110x910%460 1,110%1,200%460 1,110%1,530%460 1,110x1,530%460

51/57 70/80 85/95 113/125 117/129

R410A R410A R410A R410A R410A

17 28 32 3.78 3.95
©9.52/d15.88(3/8'/5/8) ©9.52/$19.05(3/8'/3/4') ©9.52/919.05(3/8'/3/4") ©9.52/119.05(3/8'/3/4") ©9.52/$19.05(3/8'/3/4')
50 50 50 50 50

30 30 30 30 30

-15~+48 -15~+48 -15~+48 -15~+48 -15~+48

90/186/186 52/106/106 26/53/106 26/53/53 26/53/53
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FLOOR CEILING
CONVERTIBLE

IDU RPFC-B18TNT1NH RPFC-B24TNT1NH RPFC-B30TNT1NH
(o]»]V] RAS-B18TNTBNH1 RAS-B24TNTBNH1 RAS-B30TNTBNH1
Power supply (Outdoor) V/Ph/Hz ~ 220~240/1/50 220~240/1/50 220~240/1/50
Max. input consumption W 2,600 4,100 5,100
Max. input current A 11.0 18.1 225
Cooling Capacity Btu/h 17,401 24,225 30,708
Capacity range Btu/h 5,152~18,766 9,212~26,784 9,554~37,532
Capacity W 5,100 7,100 9,000
Capacity range W 1,510~5,500 2,700~7,850 2,800~11,000
Input Power W 1,570 2,318 2,908
Current A 7.5 11.1 13.9
CcoP W/wW 3.25 3.06 3.09
SEER 17.49 15.68 16.49
Indoor fan motor Qty 1 1 1
Input W 100 100 140
Speed (Hi/Med/Lo) r/min 800/700/610 1,280/1,100/920 1,220/1,160/1,080
Indoor air flow Rated (Hi/Med/Lo) m3/h 800/690/590 1,100/950/800 1,700/1,500/1,300
CFM 470/400/340 650/570/500 1,000/882/765
Indoor noise level Sound pressure (Hi/Med/Lo) dB(A) 41/37/34 51/48/45 52/51/49
Sound power dB(A) 63 64
Indoor unit Dimension (WxHxD) mm 0x680 "\ ‘“ 990%230%680 1,285%230%x680
Packing (WxHxD) mm D N 1,100x350%820 1,400x350%820
Net/Gross weight kg 29/3 ROU v m 30/35 37/44
Drainage water pipe diameter mm OD®2E rtrﬂ I OD®25 OD®25
Controller Remot ) ler Remote controller Remote controller
Operation temperature °C 16-30 16-30 16-30
Qty’per 20’ /40’ /40'HQ (Indoor unit) Set 84/168/196 84/168/196 42/84/98
Compressor Type ROTARY ROTARY ROTARY
Rated current (RLA) A 8.1 8.9 5.1
Refrigerant oil type/ml ESTEL OIL VG74/500 POE VG74/670 PQE VG74/1,000
Outdoor fan motor Qty 1 1 1
Input W 61 61 121
Speed (Hi) r/min 840 880 830
Outdoor noise level Sound pressure (Hi) dB(A) 54 53 56
Sound power dB(A) 65 68 70
Throttle type Electrical Expansion Valve Electrical Expansion Valve Electrical Expansion Valve
Outdoor unit Dimension (WxHxD) mm 860x670%310 860x670%310 950x840%340
Packing (WxHxD) mm 990x730%x450 990x730%x450 1,110x910%460
Net/Gross weight kg 45/49 51/57 70/80
Refrigerant Type R410A R410A R410A
Charged volume kg 1.30 1.70 2.80
Refrigerant piping Liquid side/Gas side (inch) ®6.35/12.7(1/4'/1/2") ©9.52/d15.88(3/8'/5/8") ©9.52/d19.05(3/8'/3/4")
Max. pipe length m 30 50 50
Max. difference in level m 15 30 30
Ambient temperature Cooling °C -15~+48 -15~+48 -15~+48
Qty’per 20’ /40’ /40'HQ (Outdoor unit) Set 90/186/186 90/186/186 52/106/106
Note:

1. EGAT No.5 Certificate for capacity not over 12,000 Watt (40,944 Btu/hr).
2. TI1S2134-2553 Certificate for capacity not over 12,000 Watt (40,944 Btu/hr).
3. Product design and specification are subject to change without notice.

Nominal testing conditions:
Cooling - Indoor 80.6°F DB / 66.2°F WB (27°C DB / 19°C WB) & Outdoor 95°F DB / 75.2°F WB (35°C DB / 24°C WB)



RPFC-B36TNT1NH
RAS-B36TNTBNH1

RPFC-B42TNT1NH
RAS-B42TNTBMH1

RPFC-B48TNT1NH
RAS-B48TNTBMH1

RPFC-B55TNT1NH
RAS-B55TNTBMH1

HITACHI

220~240/1/50

380~415/3/50

380~415/3/50

380~415/3/50

5,100 6,400 6,300 8,200

22.5 11.6 11.0 135

34,802 43,332 47,085 52,033
10,236~40,944 11,260~45,038 10,577~54,933 16,991~61,416
10,200 12,700 13,800 15,250
3,000~12,000 3,300~13,200 3,100~16,100 4,980~18,000
3,296 4,534 5,520 6,462

15.8 7 10.0 11.0

3.09 2.80 2.50 2.36

16.49 15.50 14.15 15.30

1 1 1 1

181 181 181 181
1,200/1,100/1,000 1,200/1,100/1,000 1,250/1,000/800 1,250/1,100/950
2,000/1,800/1,600 2,000/1,800/1,600 2,000/1,600/1,200 2,000/1,700/1,500

1,176/1,059/941

1,176/1,059/941

1,180/940/710

1,180/1,000/880

1,690%350%820

820

1,690%350x820

52/50/47 52/50/47 53/48/4 53/50/47
66 66 B 66
1,580%230%680 1,580x230x680 G 2ox680 1,580x230%680

1,690%350%820

48/56

48/56

wwW-

phoir

48/56

50/58

0OD®25

0D®25

OD®25

0D®25

Remote controller

Remote controller

Remote controller

Remote controller

16-30 16-30 16-30 16-30

42/84/98 42/84/98 42/84/98 42/84/98

ROTARY ROTARY ROTARY ROTARY

5.1 5.1 13.2 12.0

PQE VG74/1,000 PQE VG74/1,000 a 68HES-H or equivalent/1,650 FV50S or PVE/1,400
1 1 2 2

121 138 121 121

830 850 810 810

56 58 56 57

70 74 69 73

Electrical Expansion Valve

Electrical Expansion Valve

Electrical Expansion Valve

Electrical Expansion Valve

950%x840x340

950%1,050%x340

950%1,386%340

950%1,386%340

1,110x910x460

1,110%1,200x460

1,110%1,530x460

1,110x1,530%460

70/80 85/95 113/125 117/129

R410A R410A R410A R410A

2.80 3.20 3.78 3.95
®9.52/119.05(3/8'/3/4") $9.52/$19.05(3/8'/3/4") $9.52/119.05(3/8'/3/4") ®9.52/$19.05(3/8'/3/4")
50 50 50 50

30 30 30 30

-15~+48 -15~+48 -15~+48 -15~+48

52/106/106 26/53/106 26/53/53 26/53/53
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Johnson ﬂ))):(,

Controls

HITACHI

Air conditioning solutions

Johnson Controls-Hitachi Air Conditioning (Thailand) Co.,Ltd.

ADDRESS

th

719 KPN Tower, 9 Floor, Rama9 Road, Bangkapi,
Huaykwang, Bangkok 10310
CONTACTS

Tel:02-794-0123
Fax:02-717-1325-8

www.hitachiaircon.co.th

Line ID : @hitachiairservice

The specifications of this catalog may change without prior notice to allow

Hitachi Cooling & Heating to incorporate the latest innovations for its customers.

The information contained in this catalog is merely informative.

Hitachi Cooling & Heating declines any responsibility in the broadest sense, for
damage, direct or indirect, arising from the use and / or interpretation of the
recommendations in this catalog.

CERTIFICATION

TIS.2134-2553 EGAT NO.5
A GB/T 19001-2016 / 1SO 9001:2015
GNAS Hisense (Shandong) Air Conditioning Co.,Ltd.
[Quality Management Systems Certificate]
v Certificate No. 00119Q30316R2M/3700
'\ GB/T 24001-2004 / 1SO 14001:2004
Hisense (Shandong) Air Conditioning Co.,Ltd.
GNAS [Environmental Management Systems Certificate]
Sl Certificate No. 06316E20003R6M

GB/T 28001-2011

Hisense (Shandong) Air Conditioning Co.,Ltd.
CNAS [Occupational Health and Safety Management Systems Certificate]
Certificate No. : 06316520007R6M
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WARANTY COMPRESSOR
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