
Round Flow Cassette 
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FCFV-AV1S9 
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Air Purifying Function

 99.9%*

Surround Airflow Operation

Cooling Mode Timer ON/OFF Eco+ Mode
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FCFV (18,000-46,000 BTU/hr)

CDB, 19.0 CWB    
CWB    

3. 

Piping Connecting Size

Maximum Piping Elevation

Max. Interunit Piping Length

Indoor Unit

Outdoor Unit

Cooling Capacity

Streamer Technology

V/Ph/Hz

Pre-charge Refrigerant

kW 8.60
BTU/hr 41,300

Power Consumption kW 3.19 4.06

46.0

Twin RotaryRotary Scroll Compressor

84.0

1.10 1.19

60

FCFV18AV1S9

RGFV18AV1S9

FCFV24AV1S9

RGFV24AV1S9

FCFV30AV1S9

RGFV30AV1S9

FCFV36AV1S9

RGFV36AV1S9

FCFV42AV1S9

RGFV42AY1S9

FCFV46AV1S9

RGFV46AY1S9

30

mm
dB(A)

kg

m

m

m

Air Flow Rate

48 / 46 / 43 / 40

m3/min

cfm

dB(A)

H/M/L/SL

H/M/L/SL

H/M/L/SL

kg

mmDrain

Liquid
Gas
mmDrain

Copper Tube & Blue Fin

RGFV18AV1S9 RGFV24AV1S9 RGFV30AV1S9 RGFV36AV1S9 RGFV42AY1S9 RGFV46AY1S9

FCFV18AV1S9 FCFV24AV1S9 FCFV30AV1S9 FCFV36AV1S9 FCFV42AV1S9 FCFV46AV1S9

mm

Panel Dimension (HxWxD) mm

kg

kg

Chargeless Distance
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